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Feturers 

 

● Complies with SOLAS amendment 2002. 

● Primary and back up (limit) thermostat with 
alarming light and buzzer. 

● High power density, quick temperature 
recovery for better frying quality. 

● Submerged heating brings optimal energy 
transfer. 

● Flip-up heating element for easy cleaning. 
● Deep cold-oil zone improves frying quality, 

extends shortening life. 
● SUS304 interior and exterior. 
● Balanced electrical phase load. 

¸ Maintenance and repair are carried out 
from front, providing good accessibility 
and maintainability.  

¸ IP44 protection grade. 

¸ Adjustable feet with installation flange. 

 

 

Specification 
 

Model MFS10（Single Vat） MFD10（Double Vats） 
AC 3~ Votage（V） 220 380/400 440 220 380/400 440 

Frequency (Hz) 50/60 50 60 50/60 50 60 

Power (KW) 7.1 7.1/7.8 9.5 14.2 14.2/15.6 19 

Effective Vat Volume（L） 10 2×10 

Vat Opening  (mm) 170×534 2x170×534 

Dimensions (mm) 200×800×850+125 400×800×850+125 

 
Model MFS20（Single Vat） MFD20（Double Vats） 

AC 3~ Votage（V） 220 380/400 440 220 380/400 440 

Frequency (Hz) 50/60 50 60 50/60 50 60 

Power (KW) 7.1 7.1/7.8 9.5 14.2 14.2/15.6 19 

Effective Vat Volume（L） 20 2×20 

Vat Opening  (mm) 344×534 2 个 344×534 

Dimensions (mm) 398×800×850+125 796×800×850+125 
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VFM-20C VFM-30B 
 

Specifications 

Model VFM-20C VFM-30B 
Capacity 20 L 30 L 

110V, 1Ph, 60Hz  
220V, 1Ph/3Ph, 50/60Hz 220V~240V, 1Ph/3Ph, 50/60Hz 
380V~400V, 3Ph, 50Hz 380V~400V, 3Ph, 50Hz Voltage 

440V, 3Ph, 60Hz 440V, 3Ph, 60Hz 
Power 1100 W 1500 W 

Dimensions 545×415×770 mm 700×620×1200 mm 

Weight 102 Kg 180 Kg 

Tools Hook, Paddle, Whisk  

Features 

ü Three-speed planetary stirring design. 
ü Stainless steel mixing bowl. 
ü Multi-level safety protection: 
Â Motor overload protector; 
Â Safety hood with micro switch; 
Â Bowl position interlock. 

ü Enhanced motor power, can knead hard, low hydration dough up to 10 kg of flour.  
ü With mechanical accessory drive hub for meat mincer or vegetable cutter. 
ü Electrical protection grade: IP44 
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Features 
¸ Made of SUS304 stainless steel. 

¸ 200 mm deep well with round corners and edges, easy to clean.  

¸ Modular design, flexible to cope with a support frame or a cupboard underneath. 

¸ Heated by silicon rubber heater, reduces energy consumption, improves safety and maintainability. 

¸ Installation, maintenance and repair can be carried out from front.  

¸ IP44 protection grade. 

¸ Adjustable feet with installation flange. 

 

Specifications： 
Model MB2 MB3 MB4 MB5 
External Dimensions (mm) 

L 800 1200 1600 2000 
W 700 
H 850 

No. of GN1/1 trays  2  3  4  5  
Voltage 220V / 1Ph 
Power  1.1 Kw 1.1 Kw 1.65 Kw 2.2 Kw 
Temperature  Room temperature~80oC 

  



                                                                                                 

Juice Dispenser 

产品不断进步是 A-plus 公司的既定方针，参数如有变更恕不另行通知 
V2007 

 

 
 
 
 

 

Brand Freser 
Model FD-102 
Producing Area                                   Shanghai 
Voltage 230V / 60Hz / 1Ph 
Dimensions  457x331x711(mm) 
Capacity 18.5L x 2 
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Features 
 

¸ SUS304 boiler and casing. 
¸ Compact design for flexible 

arrangement. 
¸ Expanded polyurethane foam 

insulation reduces surface heat 
emission, improves heat 
consumption rate.  

¸ Eliminates leaking vapor and 
external scale.  

¸ Solenoid controlled water filling.。 

¸ Micro processor controlled 
temperature, water level  and safety 
protection. 

¸ Applies electrode water level sensor 
and solid status relay, eliminates 
moving parts, improves reliability.   

¸ Available installation:  
Â wall-mounted  
Â floor-stand 
Â counter top 

¸ Electrical protection grade: IP44 
 

 

 

Specifications 

Model MH25 MH45 MH110 
Capacity (Ltr./hr) 25 45 110 
Voltage 230V 1Ph 400V 3Ph 400V 3Ph 
Rated Power 2KW 4.05KW 9KW 
Dimension (mm)    

W 180 180 260 
D 370 465 600 
H 610 720 870 

 


























